
FRESNEL VULCANO 650w

Pole Operation 50-02 PO

Model 50-02

SUPPLIED WITH:

-  120 mm Fresnel  lens
-  4- leaf  rotat ing barndoor
-  Color  f rame
- GY9.5 lampholder

-  Safety g r id
-  In- l ine swi tch (addi t ional)
-  2 m. Power supply cable
-  PO yoke for  PO vers ion
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ACCESSORIES
Fresnel 650w
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FRESNEL VULCANO 650w 
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210mm. (8.27“)

215mm. (8.47“)

280mm. (11.03“)

3.7kg. (8.15 Lbs.)

280x240x250mm. (11.02“x9.45“x9.84“)
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PHOTOMETRIC DATA
With lamp CP89 650w 220v

2 4 5 6

Flood 
Beam Angle: 60°   

Spot
Beam Angle: 16°

310
ø 6.80m

450
ø 5.70m

700
ø 4.5m

2800
ø 2.30mFlood

Lux/Beam

19400
ø 0.6m

Lux/Beam
(meters)

Spot
4870

ø 1.15m

3100
ø 1.4m

2100
ø 1.7m

Distance (mts.)

Locat ion and Studio Fresnels of fer  s ty le ,  durabi l i ty,  per formance 

and ef f ic iency.

Ideal  genera l  purpose key l ight  and back l ight  for  te lev i t ion 

studios and mot ion pic ture .

- Pole operation versions available for tilt, pan and focus adjustment.

- Front and back focusing. Worm drive mechanism for focusing.

- Thermal shock resistant borosilicate fresnel lenses made in Germany.

- New easy running barndoor ears

- Superior optical performance with specially designed reflectors.

- Tubular steel yokes.

- Safety screem.

- Easy to service and maintain.

-  These equipments comply wi th a l l  appl icable European 

di rect ives and safety s tandards

STUDIO & LOCATION FRESNELS

07PA G .


